
SF40A  
Impact Printer



SF40A Impact Printer

Other Standard Features
Status indicator, 40 characters per line, perform zero and tare operations directly from the printer. Full functionality with
Discovery, Adventurer™ Pro, Explorer®, Navigator®, MB Series Moisture Analyzers and ‘T’ Series indicators. Statistics and
Totalization not supported on CKW Bench Scale and Scout® Pro Series.
Multi-Language Printing:  English, Spanish, German, Italian, French, Chinese, Korean, Japanese, Russian, Polish,  
Portuguese, Hungarian and Czech.

Accessories
Paper (Included) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 12120799

Paper Rotary Axis  (Included) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 30063920

Ink Ribbon (Included) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 30529322

Adhesive Paper Rolls (3 pcs) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 11600388

Printer Cable RS9 M/F (Included) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 30529323

Cable Adapter (Included) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 30059316  

Printer Cable RS9 F/Bare Wire . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 80500552

Power Cable AU, SF40A (Not Included) . . . . . . . . . . . . . . . . . . . . . . . . . 12120313

Model SF40A

Number of Columns 40 columns

Print Speed Approximately 1.2 lines per second

Application Modes
Totalization, Statistics (Statistics printout includes number of samples, average value,

standard deviation, minimum, maximum, min-max differential, and total sample 
weight sum)

Paper Roll (W x Dia.) Standard paper 2.26 in. x Ø 2.36 in. max / 57.5 mm x Ø 60 mm max.

Power Requirements AC adapter Input: 100 – 240 VAC, 50 - 60 Hz
AC adapter output: 12 VDC, 2.5 A

Interface RS232C

Ambient Temperature 0 ºC – 40 ºC 

Printer Dimensions (W x L x H) 140 x 205 x 75 mm

Net Weight 740 g (Paper roll included) 

Shipping Weight 0.8 kg

Outline Dimensions
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OHAUS Asia/Pacific 
Headquarters
7F, Block 33, 680 Guiping Road 
Shanghai 200233 
China

e-mail: APmarketing@ohaus.
com 
Tel: +86 21 64855408

 With offices throughout  
 Europe, Asia, and  
 Latin America

* ISO 9001:2008
 Registered Quality  
 Management System

  SAP Literature: 30385533


